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CONTROL PANEL
Provides easy access to controls,
plug & play connectors allow 
for quick voltage change for 
dual voltage motors. Fuses 
located on terminal strip.

LODESTAR D8 SERIES
Specifications, Dimensions & Key Components

Rate Load Standard Operating Single FEM FEM Duty Chain Load Power Reeves Motor Protection Noise
Lifting Voltage Phase Class Factor Weight Chain Consumption Falls HP Class Level 
Speed Voltage per meter EN 818-7 -Full Load of Chain
at 50Hz lift-EWL

Model A 125 Kg 8 m/min 400-3-50 optional 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250 HP IP 54 73 dB

Model AA 125 Kg 16 m/min 400-3-50 optional 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250 HP IP 54 73 dB

Model B 250 Kg 4 m/min 400-3-50 optional 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250 HP IP 54 73 dB

Model C 250 Kg 8 m/min 400-3-50 optional 2M 50% 0,89 Kg 6,3 x 18,9 1,2 Amp 1 0,5 HP IP 54 73 dB

Model E 500 Kg 2 m/min 400-3-50 optional 2M 50% 1,78 Kg 6,3 x 18,9 1,2 Amp 2 0,5 HP IP 54 73 dB

Model F 500 Kg 4 m/min 400-3-50 optional 2M 50% 0,89 Kg 6,3 x 18,9 1,2 Amp 1 0,5 HP IP 54 73 dB

Model H 1000 Kg 2 m/min 400-3-50 optional 2M 50% 1,78 Kg 6,3 x 18,9 1,2 Amp 2 0,5 HP IP 54 73 dB

Model J 500 Kg 8 m/min 400-3-50 - 2M 50% 1,42 Kg 7,9 x 21,7 2,3 Amp 1 1 HP IP 54 73 dB

Model JJ 500 Kg 16 m/min 400-3-50 - 2M 50% 1,42 Kg 7,9 x 21,7 3,6 Amp 1 2 HP IP 54 73 dB

Model L 1000 Kg 4 m/min 400-3-50 optional 2M 50% 1,42 Kg 7,9 x 21,7 2,3 Amp 1 1 HP IP 54 73 dB

Model LL 1000 Kg 8 m/min 400-3-50 - 2M 50% 1,42 Kg 7,9 x 21,7 3,6 Amp 1 2 HP IP 54 73 dB

Model R 2000 Kg 2 m/min 400-3-50 optional 2M 50% 2,84 Kg 7,9 x 21,7 2,3 Amp 2 1 HP IP 54 73 dB

Model RR 2000 Kg 4 m/min 400-3-50 - 2M 50% 2,84 Kg 7,9 x 21,7 3,6 Amp 2 2 HP IP 54 73 dB

Model RT 3000 Kg 1,4 m/min 400-3-50 optional 2M 50% 4,26 Kg 7,9 x 21,7 3,6 Amp 3 2 HP IP 54 73 dB

SPECFICATIONS D8

DRAWING D8 D8+ D8 D8 & D8+ D8+ BGV-C1 SERIES
LEGEND SERIES SERIES SERIES SERIES SERIES

A, AA, B, C, A, AA, B, C J , L, LL JJ, R, J, L, LL F L, LL JJ, RR
E, F, H E, F, H RR, RT VARISTAR

B Body High 15,4 cm 15,4 cm 19,4 cm 19,4 cm 2,2 CM 15,4 cm 19,4 cm 19,4 cm

C Hook Thickness: Side 1,7 cm 1,7 cm 2,2 cm 2,9 cm 25,3 cm 1,7 cm 2,2 cm 2,9 cm

D Housing: Brake Side 29,7 cm 29,7 cm 25,3 cm 25,3 cm 32,9 Cm 29,7 cm 25,3 cm 25,3 cm

F Housing: Motor Side 22,5 cm 22,5 cm 32,9 cm 32,9 cm 3,0 cm 22,5 cm 32,9 cm 32,9 cm

H Hook Thickness: High 2,5 cm 2,5 cm 3,0 cm 3,8 cm 17,6 cm 2,5 cm 3,0 cm 3,8 cm

I Housing: Side Left 11,3 cm 11,3 cm 17,6 cm 14,2 cm 14,5 cm 11,3 cm 17,6 cm 14,2 cm

J Housing: Side Right 10,7 cm 10,7 cm 14,5 cm 17,9 cm 2,8 cm 10,7 cm 14,5 cm 17,9 cm

M Hook Opening 2,5 cm 2,5 cm 2,8 cm 3,3 cm 20,8 cm 2,5 cm 2,8 cm 3,3 cm

P Body High with Suspension 16,8 cm 16,8 cm 20,8 cm 20,8 cm 19,4 cm 16,8 cm 20,8 cm 20,8 cm

LOAD CHAIN
Sizes available from 6.35mm to 7.94mm
Chain is available according to EN 818-7
Meets or exceeds many national and international standards.
Zinc plated supplied as standard. Black phosphate finish available.
100% proof tested

DIMENSIONS

*415 Volt Operation ˇ 220 Volt Operation
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LIMIT SWITCH
Adjustable screw limit 
switch that will automatically 
stop the hook at any 
predetermined point when 
either hoisting or lifting.

CLUTCH
Designed to prevent lifting of excessive
overloads. Located outside the gear box.
Adjustable and easy to access.

LIFT WHEEL
5 Pocket Liftwheel increases chain 
and liftwheel engagement while providing
smoother lifting, less vibration and reduced
chain wear when properly maintained.

INTERNAL 
CHAIN GUIDE
Stamped Steel guide 
coated for corrosion 
resistance and quiet operation, 
while keeping the load chain 
and liftwheel aligned.

BRAKE
Heavy Duty AC Brake proven design 
in more than 1 million Lodestars. 
(Double DC Brake available)
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LODESTAR D8+

KEY FEATURES

ELECTRO-MECHANICAL 
PASSIVE DOUBLE BRAKES

5 POCKET LIFT WHEEL
For quiet & smooth operation

68 dB OPERATIONAL NOISE
A result of the Double Brake System

GEARING
Precision machined gears heat 
treated for strength and durability

INTERNAL CHAIN GUIDE
PVC black coated 
for quieter operation

LOW VOLTAGE CONTROL
110 Volt for long cable runs without
voltage drop. 24 & 48 Volt optional. 

DUTY CYCLE 
H-4 duty rated for heavy 
duty application. 2M FEM class. 
50% Duty Cycle or 300 on/off 
per hour.

10:1 MECHANICAL 
DESIGN FACTOR

14:1 LOAD CHAIN 
DESIGN FACTOR

STANDARD FEATURES

OVERLOAD PROTECTION
Rated operational range 
between 125 and 150/160%. 
Clutch is outside the load path 
when disconnected from power.

DURABLE & 
LIGHTWEIGHT HOUSING
Cast aluminum. Black powder 
coated finish for low visibility. 

METRIC RATED
LOAD CHAIN
Designed and manufactured 
by Columbus McKinnon. 
Zinc plated to protect against 
corrosion. Black phosphate 
finish optional.

THE INDUSTRY’S BEST
LIFETIME WARRANTY
MEETS OR EXCEEDS 
WORLD STANDARDS
Meets German Code 
of Practice VPLT SR2.0

OPTIONAL FEATURES

CHAIN BAG
Easy-to-Mount Cloth Type Bags

CHAIN STOP
Mounted on load chain 
to prevent overtravel. 
Standard on Direct Control.

CAPACITIES LIFT SPEEDS VOLTAGES
70 to 1500 KG. 18, 20 & 24 meters 2 to16 meters/minute 3-phase available

standard

Rate Load Standard Operating FEM FEM Duty Chain Load Power Reeves Motor Protection Noise
Lifting Voltage Class Factor Weight Chain Consumption Falls HP Class Level 
Speed per meter EN 818-7 -Full Load of Chain
at 50Hz lift-EWL

Model A 70 Kg 8 m/min 400-3-50 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250HP IP 54 68 dB

Model AA 70 Kg 16 m/min 400-3-50 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250HP IP 54 68 dB

Model B 125 Kg 4 m/min 400-3-50 2M 50% 0,89 Kg 6,3 x 18,9 1,1 Amp 1 0,250HP IP 54 68 dB

Model C 125 Kg 8 m/min 400-3-50 2M 50% 0,89 Kg 6,3 x 18,9 1,2 Amp 1 0,5 HP IP 54 68 dB

Model E 250 Kg 2 m/min 400-3-50 2M 50% 1,78 Kg 6,3 x 18,9 1,2 Amp 2 0,5 HP IP 54 68 dB

Model F 250 Kg 4 m/min 400-3-50 2M 50% 0,89 Kg 6,3 x 18,9 1,2 Amp 1 0,5 HP IP 54 68 dB

Model H 500 Kg 2 m/min 400-3-50 2M 50% 1,78 Kg 6,3 x 18,9 1,2 Amp 2 0,5 HP IP 54 68 dB

Model J 250 Kg 8 m/min 400-3-50 2M 50% 1,42 Kg 7,9 x 21,7 2,3 Amp 1 1 HP IP 54 68 dB

Model JJ 500 Kg 16 m/min 400-3-50 2M 50% 1,42 Kg 7,9 x 21,7 3,6 Amp 1 2 HP IP 54 68 dB

Model L 500 Kg 4 m/min 400-3-50 2M 50% 1,42 Kg 7,9 x 21,7 2,3 Amp 1 1 HP IP 54 68 dB

Model LL 650 Kg 8 m/min 400-3-50 2M 50% 1,42 Kg 7,9 x 21,7 3,6 Amp 1 2 HP IP 54 68 dB

Model R 1000 Kg 2 m/min 400-3-50 2M 50% 2,84 Kg 7,9 x 21,7 2,3 Amp 2 1 HP IP 54 68 dB

Model RR 1300 Kg 4 m/min 400-3-50 2M 50% 2,84 Kg 7,9 x 21,7 3,6 Amp 2 2 HP IP 54 68 dB

Model RT 1500 Kg 1,4 m/min 400-3-50 2M 50% 4,26 Kg 7,9 x 21,7 3,6 Amp 3 2 HP IP 54 68 dB

SPECFICATIONS D8+

See dimensions for Lodestar D8+ on Page 2

The Lodestar D8+ meets all Standard SR2.0 
requirements. It’s clutch, outside the load path, 
acts as a precise overload device; and design 
factor is 10:1 with a double brake installed. 
The Lodestar D8+ is in accordance with the 
VPLT Code of Practice.


